Open collar

Unique patented design provides secondary
securement.

No cotter pin required.
Provides consistent and secure bolt retention.

Eliminates puncture hazards associated with
cotter pin installation.

DROPS-capable, minimizes the risk of dropped
components.

Meets all applicable industry performance and
quality standards.

Ergonomically designed for comfortable
one-hand operation.

16 NEW CAPACITIES

Easy-Loc®

Shackle bolt
securement
made easy

Push collar onto bolt Close collar

Toolless design enables faster installation.

Integrated handle on larger sizes allows for
safer and easier handling.

Fewer components enables quicker assembly
and reduced installation time.

Corrosion-resistant materials, tested for ultimate
integrity in harsh environments.

Proven, durable design.

Engineered for long-term durability and extended
service life.

Compatible with standard products.
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16 New Capacities

Compatible with Crosby G-2130, G-2140, and G-2160 shackles

Nominal Working Dime_nsions

Shackle  Load  gqock No. Weight (im) Repl t  Repl t

Size Limit Each EZ-Loc Collar Bolt Kit

(in) (t) (Ib) A B © D E F G H L M N P Stock No. Stock No.

NEW 1 3/4 25 1021545 33.8 288 203 7.00 184 500 419 884 1234 - 968 - 225 1025791 1087446

NEW 2 35 1021554 48.6 325 231 775 208 575 481 1015 1368 - 1081 - 240 1025791 1087455

NEW 2 112 55 1021563 99.8 412 281 1050 271 724 581 1275 1790 - 1352 - 3.2 1025800 1087464

NEW 3 85 1021572 156 500 330 13.00 3.12 7.88 6.50 14.63 2150 - 1513 - 3.63 1025819 1087473

NEW 3 12 120 1021581 256 525 376 1462 3.63 9.02 8.00 17.00 24.88 4.00 19.95 1.80 4.38 1025810 1087482

NEW 4 150 1021590 306 550 4.26 14.50 4.00 10.00 9.00 18.00 25.68 4.00 20.58 1.80 4.56 1025828 1087491

G-2130E
Nominal Working Dime_nsions

Shackle  Load  syockNo. Weight (in) Repl t  Repl it

Size Limit Each EZ-Loc Collar Bolt Kit

(in) (t) (Ib) A B Cc D E F G H L M N P Stock No. Stock No.

NEW 112 30 1021599 18.7 2.38 166 576 153 3.88 362 6.98 10.00 - 7.73 - 1.62 1025782 1087745

NEW 1 3/4 40 1021608 34 288 203 711 184 500 419 884 1245 - 968 - 225 1025791 1087754

NEW 2 55 1021617 48.6 325 231 775 208 575 481 1015 1368 - 1081 - 240 1025791 1087764

NEW 2 12 85 1021626 99.8 412 281 1050 271 724 581 1275 1790 - 1352 - 312 1025800 1087772

NEW 3 120 1021635 156 500 330 13.00 312 7.88 6.50 1463 2150 - 1513 - 3.63 1025819 1087781

NEW = 3 1/2 150 1021644 256 525 3.76 1462 3.63 9.02 8.00 17.00 24.88 4.00 19.95 1.80 4.38 1025810 1087790

G-2140E NEW 4 175 1021653 306 550 426 1450 4.00 10.00 9.00 18.00 2568 4.00 20.58 1.80 4.56 1025828 1087799

4 3/4 200 1021475 458 725 476 1518 4.75 11.00 10.50 20.30 28.03 4.00 23.01 1.80 5.00 1025837 1087603

5 250 1021484 597 850 501 1850 5.00 13.00 12.00 23.63 32.63 4.00 23.84 1.80 5.63 1025837 1087612

Dimensions

Working )
Load  Stock  Weight (in) Effective  Repl t Repl t
Limit No. Each Body EZ-Loc Collar Bolt Kit
(t) (Ib) A B Cc D E F G H L ] N P Diameter Stock No. Stock No.
NEW 30 1021662 258 274 163 694 316 500 350 850 1138 - 810 - 175 4.10 1025782 1089678
NEW 40 1021671 45.8 3.38 200 806 375 6.00 4.00 10.58 13.62 - 10.18 - 2.31 3.60 1025791 1089687
NEW 55 1021680 64.9 325 225 938 450 7.00 463 1211 1563 - 1081 - 263 4.30 1025791 1087763
75 1021500 110 413 275 1154 500 7.28 534 1264 1866 4.00 1504 180 275 6.30 1025800 1089705
125 1021509 190 512 3.5 1437 591 866 650 1547 2300 4.00 17.70 180 350 6.80 1025819 1089714
200 1021518 408 5.91 412 1891 856 10.84 841 20.27 3044 4.00 1935 1.80 4.94 9.50 1025828 1089723
300 1021527 787  7.38 525 2363 10.38 1262 10.50 23.93 37.51 400 2261 180 578 11.40 1025837 1089732
G-2160E 400 1021337 1156 8.66 6.30 24.41 1417 14.76 12.36 26.22 41.81 - 30.31 - 8.07 14.27 1025855 1511039
500 1021346 1718 984 7.09 2697 17.13 17.90 13.39 31.19 4685 - 3287 - 965 17.29 1025864 1511040
600 1021355 2159 10.83 7.87 29.13 18.70 19.26 14.76 32.13 50.87 - 35.63 - 10.43 18.91 1025864 1511041
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